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E%éDéLég%?%ﬁfégﬁéh%fEEEST%AEDEESEEEBUN' ANDRTO=3(1) SIGN (TO READ "PUSH BUTTON TO CROSS GERMANTOMN ROAD™) (INSTALL 1-2 IN. SCHEDULE 80, 90 DEGREE B N - . 5. VIDED CAMERA LOCATION/ALIGNING SHALL BE COORDINATED WITH THE MONTGOMERY COUNTY ENGINEER
. N | o . -. GNING 5 .
N iy A
=3 | ] . .

B. INSTALL CONCRETE FOUNDATION WITH 10 FT. STEEL PEDESTAL POLE WITH MODIFIED BREAKAWAY BASE (STANDARD NO. MD-801.01-01), LED COUNTDOWN PEDESTRIAN SIGNAL - The il O L 6. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS ARE SCHEMATIC ONLY AND MAY NOT BE COMPLETE. THE CONTRACTOR SHALL BE
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I R | I ENGINEER IMMEOIATELY SO THAT THE CONFLICT MAY BE RESDLVED.
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INSTALL NEW NEMA TYPE 'S’ BASE MOUNTED CABINET WITH BASE EXTENSION AND CONTROLLER WITH VIDEQ DETECTION INTERFACE EQUIPMENT, 2-WIRE CENTRAL CONTROL UNIT, i = 7. THE CONTRACTOR SHALL REPAIR ANY DAMAGE TO ANY SIDEWALKS CAUSED BY THE INSTALLATION DR REMOVAL OF SIGNAL EQUIPMENT.
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E. INSTALL 4 IN, SCHEDULE 80 PVC ELECTRICAL CONDUIT (TRENCHED) FOR ‘PROPOSED UNDERGROUND ELECTRICAL SERVICE. CAP AND MARK CONDULT 2 FT. ABOVE GRADE AT PEPCO 71 9. ALL EXISTING TRAFFIC EQUIPMENT REMCVED SHALL BECOME THE PROPERTY OF THE SIGNAL CONTRACTOR UPON COMPLETION OF THE NEW SIGNAL.
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FIGURES 4E—3 AND 4E—4 AND THE NCHRP PUBLICATION "ACCESSIBLE PEDESTRIAN SIGNALS: GUIDE TO BEST PRACTICE.” IF NOT MET, THE
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